Micrometer Standards

Technical Data

Flatness:  0.3um/.000012" SERIES 167
Parallelism:  2pm /.00008"

FEATURES
¢ Used for the zero point setting of outside expansion due to body temperature.
micrometers. o Supplied in fitted carton up to
¢ Flat and lapped measuring faces. 500mm /20" and wooden case for over
¢ Heat insulating handle to prevent 525mm/ 21" length.
=— 5103
DIMENSION
Length (L) | Order No. | Diameter (D) | Accuracy 25mm - 75mm/1-3" 200mm - 475mm /8 - 19" Unit: mm
4" 167-405 | 47" .0004" o Pl _ '
4" 167-406 | 47" .0004" I —
43" 167-407 | 47" .0004" W L L_ﬂ
44" 167-408 47" .0004" 100mm - 175mm /4 - 7" _, 500mm - 1000mm / 20 - 40"
45" 167409 | 47" 0004" ==
46" 167-410 | 47" 0004 L ) \
47" 167-411 | 47" .0004"
48" 167-412 | 47" .0004"
49" 167-413 | 47" .0004" SPECIFICATIONS
50" 167-414 | 47" .0004" | Metric . [ Inch .
S1 167-45 | .47 0004 Length (L) | Order No. | Diameter (D) | Accuracy Length (L) | Order No. | Diameter (D) | Accuracy
52" 167416 | 47" .0004" 25mm 167101 |635mm | =1.5m i 167141 | 25" +,00005"
53" 167-417 | 47" .0004" : = : = =
e 167418 | 47" R 50mm 167102 [635mm | +2.0um 2 167142 [ .25 0001
55 167419 | 47" 0004" 75mm 167-103  |635mm | +2.5um 3" 167-143 | 25" +.0001"
56" 167-420 | 47" 0004 100mm 167-104 | 7.9mm +3um 4" 167-144 | 31" +.0001"
57" 167-421 47" .0004" 125mm 167-105 7.9mm +3.5um 5" 167-145 31" +.00015"
58" 167-422 | 47" .0004" 150mm 167-106 | 7.9mm +4um 6" 167-146 | 31" £.00015"
59" 167423 | 47" .0004" 175mm 167-107 | 7.9mm +4.50m 7" 167-147 | 31" +00015"
60" 167-24 ) 47" 0004 200mm [ 167-108 | 9.4mm £5.0m 8" 167-148 | 37" £.00015"
g; }g;gg 2‘; 8883 225mm 167109 | 9.4mm £5.5um 9" 167-149 | 37" £0002"
, - - pooa 250mm 167-110 | 9.4mm £6.0im 10" 167-150 | 37" +.0002"
63 167-427 | 47 0004 - - -
ean 167428 | 47" 0004" 275mm 167-111 | 94mm £6.50m 11 167-151 | 37 +.0002
65" 167-429 | 47" 004" 300mm 167-112 | 94mm +7um 12" 167-152 | 37" +.00025"
66" 167-430 47" .0004" 325mm 167-113 9.4mm +7.5um 13" 167-153 37" +.00025"
67" 167431 | 47" .0004" 350mm 167-114 | 94mm +8um 14" 167-154 | 37" +£.00025"
68" 167432 | 47" 0004 375mm 167-115 | 9.4mm £8.5um 15" 167155 | 37" +.00025"
69" 167433 |.47° .0004" 400mm 167-116 9.4mm +9um 16" 167-156 37" +.00025"
;? 12;3;: j; gggi 425mm  [167-117 | 9.4mm 9.50m 17" 167157 | 37" +00025"
s G | ot 450mm 167-118 | 9.4mm +1.0ym 18 167-158 | 37° +.00025"
73" 167-437 | 47" 0004" 475mm 167-119 9.4mm +10.5um 19 167-159 37 +.0003
74" 167-438 47" .0004" 500mm 167-120 11.9mm £11um 20" 167-160 47" +.0003"
75" 167439 | 47" 0004 525mm 167-121 11.9mm | +11.5m 21" 167-161 | 47" +.0003"
76" 167-440 | 47" .0004" 550mm 167-122 | 11.9mm [ +12um 22" 167-162 | 47" +.0003"
77" 167-481 | 47" .0004" 575mm 167123 [11.9mm [ £12.5um 23" 167-163 | 47" +.0003"
8 167-442 ) 47" 0004 600mm 167-124 11.9mm +13um 24" 167-164 A7" +.0003"
9 167-443 | 47 .0004 625mm 167125 [11.9mm [ £13.5um 25" 167165 | 47" +.00035"
650mm 167-126 | 11.9mm | +14um 26" 167-166 | 47" £.00035"
675mm 167-127 | 11.9mm [ +14.5um 27" 167-167 | 47" £.00035"
Micrometer Standards Set 700mm 167-128 | 11.9mm | +15um 28" 167-168 | 47" +.00035"
725mm 167-129 | 11.9mm [ +15.5im 29" 167-169 | 47" +.00035"
[ inch . 750mm 167-130 | 11.9mm [ +16um 30" 167-170 | 47" +.00035"
Order No. |Size  |Remarks 775mm 167-131 11.9mm +16.5um 31" 167-171 A7" +.00035"
167-912* |1"-5" |5 pcs. Set (167-141, 142, 143, 144, 145) 800mm 167-132 11.9mm +17um 32" 167-172 A7" +.00035"
167-913* [1-11"|11 pcs. Set (167-141, 142, 143, 144,145, 825mm 167-133 11.9mm +17.5um 33" 167-173 AT" +.00035"
146, 147,148,149, 150, 151) 850mm 167-134 | 11.9mm | +18um 34" 167-174 | 47" +.00035"
" vetric D 875mm 167-135 | 11.9mm  [+18.5um 35" 167175 | 47" +.00035"
Order No. 15 rr— 3ggmm :2;1:? H.gmm :BUSm 36" 167-176 | 47" +00035"
167-902¢125-125mm 5 pcs. Set (167-101, 102,103,104, 08— 77 g izopnﬁm i; 12;:;; i; 28833
105) - - - : :
167-903* |25-275mm |11 pcs. Set (167-101, 102, 103, 104, _975mm 167-139 | 11.9mm  [+20.5m 39" 167-179 | 47" +.0004"
105, 106, 107, 108, 109, 110, 111) 1000mm 167-140 11.9mm +£21um 40" 167-180 A7" +.0004"

*Supplied with fitted carrying case



Standards for Screw Thread Micrometers

SERIES 167 — 60 degree and 55 degree

FEATURES

* Specially designed for the zero point
setting of screw thread micrometers.

o Supplied in fitted carton.

100 mm G-
200

167-264 (60°)

167-262 (60°)

SPECIFICATIONS
[ Metric .
Length Order No. | Thread angle | Accuracy
25mm 167-261 60° +4pm
167-272 55° +4um inch
50mm 167-262 60° +5m Length Order No. | Thread angle | Accuracy
167273 | 550 = 1" 167294 | 60° 00015
75mm 167-263 | 60° +6pm 167-283 | 55° +00015"
167274 | 550 26 2" 167295 | 60° £0002"
100mm 167-264 | 60° +7m 167-284 | 55° +.0002"
167275 | 550 +7um 3" 167296 | 60° +.00025"
125mm 167-265 | 60° +8ym 167-285 | 55° +.00025"
167-276 +8ym 4" 167-297 60° +.0003"
150mm 167-266 | 60° +9um 167-286 | 55° +.0003"
167277 S 5 167-298 | 60° +.00035"
175mm 167-267 | 60° +10um 167-287 | 55° +.00035"
167-278 +10pm 6" 167-299 60° +.0004"
200mm 167-268 | 60° +11pm 167-288 | 55° +.0004"
167-279 £11um
225mm 167-269 60° +12pm
167-280 +12um
250mm 167-270 60° £13um
167-281 +13um
275mm 167-271 60° +14pm
167-282 +14pm

Standards for V-Anvil Micrometers

SERIES 167
FEATURES -
. . . F
* Specially designed for the zero point O
setting of V-anvil micrometers. s
o Supplied in fitted carton. s
o 167-329
SPECIFICATIONS
| Metric I | Inch S
Diameter Order No. | Type Accuracy Diameter Order No. | Type Accuracy
5mm 167-327 Plug £2Um 2" 167-337 Plug +.0001"
10mm 167-328 | Plug +2m 4 167-338 | Plug +0001"
25mm 167-329 Plug +2um 1" 167-339 | Plug +0001"
40mm 167-330 | Ring +3um 16" 167-340 | Ring +.00015"
55mm 167-331 Ring +3um 22" 167-34 Ring +.00015"
70mm 167-332 Ring £3pm 28" 167-342 Ring +.00015"
85mm 167-333 Ring £3pm 34" 167-343 Ring +.00015"

Technical Data

Thread angle: 55° or 60°
Angle Accuracy: +2°
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